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1EN12164-CW617N nickel platedMotor plate11

1EN12164-CW617NNut10

2EPDMO-ring9

1EN12164-CW617NNut8

1PTFE F391Antiscuff bush7

1EN12164-CW617NStem6

4PTFESeat5

4EPDMO-ring4

1EN1982-CB754S- chrome platedT Ball3

3EN12420-CW617N-nickel platedSleeve2

1EN1982-CB754S- nickel platedBody1

Elenco parti

QTÀ

MaterialPartsRef.

ART. 93PMISO

00/2024

Q

11

6 87 2

1 4 5

9

L1

DN 3" 4"

L 234 234

L 1 117 117

L 2 117 117

Ø 70 70

H 105 105

E 12 12

Q

14 14

C <30 Nm <30 Nm

10

PN 25

ISO 228/1

PN 25 BAR

t min -10°C / t max +110°C

ROTATION: 90°- 180° - 270° - 360°
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MOTORIZABLE 3 WAYS BALL VALVE IN NICKEL PLATED BRASS,

REDUCED BORE - T PORT

Motor plate

ISO 5211 F05

Below 0°C only in the absence of ice or with antifreeze 

additives (max 50%)

Above +100°C only in the absence of steam

USE TEMPERATURE

RATED WORKING PRESSURE

THREAD CONNECTIONS

TECHNICAL FEATURES

TERMS AND CONDITION PLEASE REFER https://www.idrosfer.com/termini-e-condizioni-di-accesso-al-sito/


